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B Absolute Maximum Ratings Ta = 25C
Parameter Symbol Rating Unit
Non-Repetitive Peak Reverse Voltage VRM 100 \%
Peak Repetitive Reverse Voltage VRRM
Working Peak Reverse Voltage VRWM 75 Vv
DC Blocking Voltage VR
RMS Reverse Voltage VR(RMS) 53 \Y
Average Rectified Output Current lo 150 mA
Forward Continuous Current IFMm 300 mA
Non-Repetitive Peak Forward Surge Current @ t=1.0us IFsm 2.0 A
@t=1.0s 1.0
Power Dissipation Pd 200 mwW
Thermal Resistance Junction to Ambient Air Roua 625 K/W
Operating and Storage Temperature Range TTste -65 to +150 C
B Electrical Characteristics Ta = 25T
Parameter Symbol Testconditons Min | Typ | Max | Unit
Reverse Breakdown Voltage VEBRR |[IF=2.51 A 75 \
IF=1.0mA 0.715
Forward Voltage VF I7 = 10mA 0855 \Y
IF = 50mA 1.0
IF = 150mA 1.25
VR =75V 25 nA
Peak Reverse Current IRM VR =178V, Tj=150C 50 A
VR =25V, Tj=150C 30 BA
VR =20V 25 nA
Junction Capacitance Cj VR=0, f=1.0MHz 2 pF
Reverse Recovery Time trr IF=1R=10mAlr=0.1 XIR, RL=100 Q ns
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